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DUST LED PS 1xT8* DUST LED PS 2 xT8*

PRACHOTESNE SVITIDLO LED T8

e téleso svitidla: akrylonitril-butadien-styren (ABS) - - - |- . -
* difuzor: polystyren (PS) il = o b = _
e pro jednostranné napajené LED T8
e ndhrada za T8 zafivkova svitidla g e =
e pripraveno pro zdroje GREENLUX LED T8/ DAISY LED T8 = . - "
e vice nez 2-krat nizsi spotfeba elektrické energie # - = -
e transparentni difuzor s minimalnim Gtlumem svétla
e odolné ve velkém rozsahu provoznich teplot B & o4 el oy ey v o
* moznost pribézného zapojeni e e
e prachotésné a vodéodolné *Fotometrické data pFi pouZit! zdroje Greenlux LED T8
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JA‘ HEANH W [mm] [mm] [mm] @ DKC
DUST LED PS 1 x T8/60cm GXWP206 8592660113500 1x 8-10 650 70 90 0,65 1-8 262 Ke
DUST LED PS 1 x T8/120cm GXWP207 8592660113517 1x 16-22 1260 70 90 1,15 1-8 372 K¢
DUST LED PS 1 x T8/150cm GXWP208 8592660113524 1x 20-25 1565 70 90 1,35 1-8 482 KE
DUST LED PS 2 x T8/60cm GXWP209 8592660113531 2x 8-10 650 110 90 085 1-6 319 Ke
DUST LED PS 2 x T8/120cm GXWP210 8592660113548 2x16-22 1260 110 90 1,50 1-6 460 K
DUST LED PS 2 x T8/150cm GXWP211 8592660113555 2x 20-25 1565 110 90 1,80 1-6 605 K¢

¢ Prisludenstvi k prachotésnym svitidlim viz. strana 113.
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