
_  Output of up to 400 W   High efficiency   Long lifetime   E40 screw base for simple lamp handling   UV values significantly
below the maximum permitted thresholds to IEC 61167 thanks to UV filter

Technický list výrobku
HQI-BT 400 W/D PRO
POWERSTAR HQI-T | Halogenidové výbojky s křemíkovou technologií pro uzavřená svítidla

_  Factories and workshops   Sports halls and multi-purpose
halls   Industrial installations   Docks and port facilities
Marshaling yards, container transshipment facilities
Buildings, monuments, bridges   Approved only for use in
enclosed luminaires   Outdoor applications only in suitable
luminaires
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Technické údaje

Parametry

ZLDV_Nominal wattage [AGGR] 400.00 W

ZLDV_Rated wattage [AGGR] 420.00 W

ZLDV_Lamp current [AGGR] 4.0 A

ZLDV_PFC capacitor at 50 Hz [AGGR] 45 µF  1)

ZLDV_Nominal voltage [AGGR] 115 V

ZLDV_Ignition voltage [AGGR] 4.0 kVp;5.0 kVp  2)

ZLDV_Nominal current [AGGR] 4 A

1) At rated voltage and cos ϕ ≥ 0.9

2) Minimum;Maximum

Fotometrické údaje

ZLDV_Rated lamp efficacy (standard condition) [AGGR] 81 lm/W

ZLDV_Rated luminous flux [AGGR] 34000 lm

ZLDV_Color rendering index Ra [AGGR] 92

ZLDV_Color temperature [AGGR] 5500 K

ZLDV_Light color [AGGR] 955

ZLDV_Rated LLMF at  2,000 h [AGGR] 0.92

ZLDV_Rated LLMF at 4,000 h [AGGR] 0.90

ZLDV_Rated LLMF at 6,000 h [AGGR] 0.87

ZLDV_Rated LLMF at 8,000 h [AGGR] 0.85

ZLDV_Rated LLMF at 12,000 h [AGGR] 0.81

ZLDV_UV protection [AGGR] Yes

ZLDV_Nominal luminous flux [AGGR] 34000 lm

ZLDV_Rated color temperature [AGGR] 5500 K

ZLDV_Luminous flux [AGGR] 34000 lm
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Rozměry & váha

ZLDV_Diameter [AGGR] 62.0 mm

ZLDV_Length [AGGR] 285.0 mm

ZLDV_Light center length (LCL) [AGGR] 175.0 mm

ZLDV_Product weight [AGGR] 200.00 g

ZLDV_Outer bulb [AGGR] BT62

ZLDV_Overall length [AGGR] 285.0 mm

Teploty a provozní podmínky

ZLDV_Maximum permitted outer bulb temperature
[AGGR]

500 °C

ZLDV_Maximum permitted base edge temperature
[AGGR]

250 °C

Životnost

ZLDV_Rated lamp survival factor at 2,000 h [AGGR] 0.96

ZLDV_Rated lamp survival factor at 4,000 h [AGGR] 0.94

ZLDV_Rated lamp survival factor at 6,000 h [AGGR] 0.93

ZLDV_Rated lamp survival factor at 8,000 h [AGGR] 0.88

ZLDV_Rated lamp survival factor at 12,000 h [AGGR] 0.81

ZLDV_Lifespan B50 [AGGR] 16000 h

Další údaje o produktu

ZLDV_Base (standard designation) [AGGR] E40

ZLDV_Product remark [AGGR] With NAV control gear

ZLDV_Design / version [AGGR] clear

ZLDV_Mercury content [AGGR] 59.0 mg

Likvidace dle směrnice o elektro-odpadu Ano

ZLDV_Mercury-free [AGGR] No
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Vlastnosti

ZLDV_Dimmable [AGGR] No

ZLDV_Burning position [AGGR] Any

ZLDV_Enclosed luminaire required [AGGR] Yes

Certifikáty & standardy

ZLDV_Energy efficiency class [AGGR] A

ZLDV_Energy consumption [AGGR] 462 kWh/1000h

Kategorizace specifická pro danou zemi

ZLDV_ILCOS [AGGR] MT/UB-400/960-H/E/SL-E40-62/285

ZLDV_Order reference [AGGR] HQI-BT 400W/D P

Rozložení světla

HQI_T_D_PRO
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OPERATION OF HIGH INTENSITY DISCHARGE LAMPS
WITH SEMI-PARALLEL IGNITION UNIT

OPERATION OF HIGH INTENSITY DISCHARGE LAMPS
WITH A SUPERIMPOSED IGNITION UNIT

OPERATION OF HIGH INTENSITY DISCHARGE LAMPS
WITH PULSE IGNITION UNIT

Logistické údaje

Kód výrobku Popis výrobku Jednotka balení
(kusy/jednotku)

Rozměry (délka x
šířka x výška)

Objem Hrubá hmotnost

4008321677860 HQI-BT 400 W/D
PRO

Shipping carton box
12 Pieces Sleeves

342 mm x 347 mm x
258 mm

30.62 dm³ 3534.00 g

Zmíněný produktový kód udává nejmenší jednotku množství, kterou lze objednat. Jednotka balení může obsahovat jeden nebo
vice samostatných produktů. Při objednávání zadávejte jednotky balení nebo násobky jednotek balení.

Vyloučení odpovědnosti

Změny bez předchozího upozornění vyhrazeny. Chyby a opomenutí vyhrazeny. Vždy se ujistěte, že používáte nejnovější vydání.
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